
      

      

        

1.Used in Zone 1and Zone 2; Zone 21 and Zone 22; IIA、

IIB、IIC;

2.Temperature group: T1~T4;

3.Suitable for energy saving renovation projects and 

places where maintenance and replacement are difficult; 

4.Widely used in petroleum exploitation, refining, chemical 

industry, military industry, textile, food processing and 

offshore oil platform, tanker and other places of lighting.

5. Indoor and outdoor.

Scope of application
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Explosion proof ventilation

Model Selection Table
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BT35 series explosion-proof axial flow fan
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Appearance and installation examples
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Explosion proof ventilation

Technical parameter

IP54 φ10-φ14 G3/4 or pressure plate

Rated frequency (S)
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Explosion proof sign

Ex dbⅡCT4 Gb
Ex tb ⅢC T135℃Db

Degree of protection

Feature of produc

Inlet threaCable outer diameter d

t

1. This series of ventilators are designed based on the three dimensional flow theory of turbomachinery, and the test data are carefully 

designed to ensure the excellent aerodynamic performance of the ventilator, featuring low noise, high efficiency, low vibration, low 

energy consumption, etc;

2. The ventilator is composed of explosion-proof motor, impeller, air duct, protective cover, etc;

3. For ventilation and exhaust, it can also be installed in series in a short exhaust pipe to increase the pressure of the pipe;

4. Default cable wiring. If steel pipe wiring is required, it should be noted when ordering.


