
Feature of product

Scope of application
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Explosion proof electrical appliances

1.Used in Zone 1and Zone 2;  Zone 21 and Zone 22;  IIA、

IIB、IIC;

2.Temperature group: T1~T6;

3.Suitable for energy saving renovation projects and places 

where maintenance and replacement are difficult; 

4.Widely used in petroleum exploitation, refining, chemical 

industry,   military  industry,   textile,  food  processing  and 

offshore oil platform, tanker and other places of lighting.

Technical parameter

BXM (D) series explosion-proof lighting (power) distribution box

       

    

  

                    

               

        

1. The shell is made of aluminum alloy low pressure casting, 

the surface of low carbon steel is sprayed with high-voltage 

electrostatic plastic, and the surface of stainless steel is 

brushed, which is corrosion resistant and anti-aging;

2. This series of products is of flameproof structure: integrated pure flameproof structure, with multiple specifications for users to choose;

3. The switch handle is usually made of PC material, and can also be made of metal according to user requirements. The main switch and 

sub switch operation panels can be distinguished according to color. the switch handle can be configured with padlock to prevent misoperation;

4. Circuit breakers, AC contactors, thermal relays, surge protectors, universal change-over switches, fuses, transformers, electricity meters 

and other electrical components can be installed according to user requirements;

5. Each circuit is equipped with power on signal indicator;

6. The sealing strip adopts the advanced technology of cast-in-place foaming one-time forming, with high protection performance;

7. The vertical installation is equipped with corresponding mounting bracket. For outdoor use, rainproof cover or protective cabinet can be 

added. The material can be customized according to user requirements;

8. Steel pipe or cable wiring is acceptable.
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Explosion proof electrical appliances

Appearance and installation examples
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Explosion proof electrical appliances

Module Selection Table and Installation Dimensions

Explosion proof type IIB
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