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Explosion proof electrical appliances

1.Used in Zone 1and Zone 2;  Zone 21 and Zone 22;  IIA、

IIB、IIC;

2.Temperature group: T1~T6;

3.Suitable for energy saving renovation projects and places 

where maintenance and replacement are difficult; 

4.Widely used in petroleum exploitation, refining, chemical 

industry,   military  industry,   textile,  food  processing  and 

offshore oil platform, tanker and other places of lighting.

Technical parameter

       

BQC series explosion proof electromagnetic starter

1. Aluminum alloy die-casting shell, after high-speed shot 

 

peening, the surface is coated with high-voltage electrostatic 

spraying, which is corrosion resistant and anti-aging;

2. Exposed stainless steel fasteners with high anti-corrosion performance;

3. Built in AC contactor, thermal relay, self resetting universal transfer switch, and high breaking miniature circuit breaker when equipped 

with main switch;

4. It can control the direct start and stop of AC 50Hz, 380V three-phase asynchronous motor, and has overload, phase failure and voltage

loss protection;

5. Remote control is available;

6. Steel pipe or cable wiring is acceptable.
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Explosion proof electrical appliances

Electrical schematic diagram

Standard type IIB

Standard type IIC
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Appearance and installation examples

可逆型标准型
VU W PE

KH

KM2KM1

L3L2 PEL1

7

5

3

1

SS

SF1

KM2

KM1

KH

HL

KM

5

3

1

KM

KH

VU W PE

L3L2 PEL1

KM

KH

SF

SS

KM1

11

9

SF2 KM2

KM1

KM2



B/41 www.shenhai-ex.com Tel: 0086-577-6296 5555
       0086-577-6296 5666

E-mail:aurorachen@shenhai-ex.com

E
le

c
tric

a
l

E
le

c
tric

a
l

Explosion proof electrical appliances

Reversible type IIB

Reversible type IIC
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Appearance and installation examples


