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Explosion-proof lamps
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BED51 explosion proof LED floodlight

1. The radiator  is  designed  to  be made of special cast aluminum alloy by die-casting, and its surface is sprayed with high voltage static 

electricity;

2. Exposed stainless steel fasteners with high corrosion resistance;

3. Separate structure of light source cavity and power supply cavity;

4. Specially designed light distribution system, with high light utilization rate, reasonable light distribution, uniform illumination and no glare;

5. The junction box is of labyrinth structure, equipped with silicone rubber sealing strip, firmly pasted, and of high protection grade;

6. Toughened glass made of high-strength material, with strong impact resistance, thermal shock resistance and high light transmittance;

7. The constant current power supply has wide voltage input and constant current output, and has the protection functions of shunt, surge 

prevention, overcurrent, open circuit, open circuit, high temperature, anti electromagnetic interference, etc;

8. Power factor cos φ ≥0.95；

9. The combined emergency device can be equipped according to the use requirements. When the power supply is cut off, it can automatically 

switch to the emergency lighting state;

10. Cable routing.

      

      

        

Scope of applicatio

1.Used in Zone 1and Zone 2; Zone 21 and Zone 22; IIA、

IIB、IIC;

2.Temperature group: T1~T6;

3.Suitable for energy saving renovation projects and 

places where maintenance and replacement are difficult; 

4.Widely used in petroleum exploitation, refining, chemical 

industry, military industry, textile, food processing and 

offshore oil platform, tanker and other places of lighting.

n

Feature of product

Famous brand chip, reasonably arranged, 
unidirectional lighting, uniform and soft light, 
light efficiency ≥120lm/W, high color rende-

ring  Ra >70,  long  service  life,  green  and 

environmental protection, color temperature 
3000K~5700K.

       

        

          

The adjusting mechanism can adjust 

the irradiation angle from 0 ° to 270 °.

The fin design of the heat dissipation structure 

increases the surface area of the heat dissipation, 

and the air convection groove is set to effectively 

dissipate  the  heat of the light source cavity by 

using the air flow, so as to ensure the long service 

The integrated innovative design of 

optical  components  and  anti glare 

components adopts multi-point light 

distribution, with uniform illumination 

and no glare; Multi angle options, s

life of the lamp.

-

uitable for places with different inst-

allation heights.

Featured display
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Light distribution curve
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Emergency power
(within 200W)

≤0.3 ≤2024 W 20W~50W Optional ≥60min、≥90min Optional
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BED51-200W

verage beam angle (50%): 109.9 degrees

V 0.0° Plane, 111.4 °
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BED51-300W

verage beam angle (50%): 54.0 degrees

Strong light: cd

V 0.0° Plane, 54.1°

H 0.0° Plane, 54.0°
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verage beam angle (50%): 48.4 degrees
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Technical parameter

ColoPower (WMode

Emergency parameters

l ) r 
temperature (k) Weight (kg)lighExplosion-proof mark t Lamp 

typsource e
Luminous 
flux (Lm)

 

Rated voltage/frequenc Inlet thready Protection class

IP6

Cable outer diameter

Φ10~Φ14mm 6

Corrosion class

WF2

Emergency start time (S)
Emergency lightin

Charging time (h)
g Emergency powe

time (min)
r

(within 100W)

H
B

严禁
带电开盖

防 爆 型 接 线
盒

沈
海 防 科 限 公 司

月
年

2 0 A
电流

爆标
志防

爆合格
号

防
号 A

系列B
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Glass fixed frame

Mounting bracket B

High voltage static resistant 

plastic spraying shell

LED drive power

Power supply chamber

Terminal block

G3/4 cable inlet

Mounting bracket A

sToughened glas

Reflector panel

LED light sourc

Explosion proof housing

e

s

Accessories selection table

Wall mounted

Ceiling mountedSupport installation

H

A

B

C
Φ12

12

25

Ⅰ-Ⅲ

严禁
带电开盖

防 爆 型 接 线
盒

沈
海 防 爆科 技有限 公 司

月
年证

2 0 A
电流

爆标
志防

爆合格
号

防
型

电压 3 8 0 V
号 A H

系列

ExdⅡBT6

A

B

H

Ⅳ-Ⅴ

Name

LED explosion-proof flood light (projection light)

Explosion proof junction box G3/4 tee

Explosion proof flexible pipe G3/4NGD-20X500, one inside and one outside

Remarks

/

User option

Length can be customized

  

A(mm) B(mm) C(mm)

1 

2

3

4

5

  

Ⅰ

Ⅱ

Ⅲ

Ⅳ

BED51-100W

BED51-200W

BED51-320W

BED51-400W

BED51-600W Ⅴ

30~100

110~200

210~320

350~400

450~600

308

448

480

448

480

255

308

380

616

760

105

150

200

300

300

H(mm)

240

220

330

220

330

Structural Analysis

Appearance and installation example

Power Range (W)TypSpecificationNumber s e

Number

1 

2

3


